










Technical Features

ENDOWMENTS: 1 fi lter holder for 2 cups per group, 1 fi lter holder for 1 cup, 
2 steam wands, 1 water dispenser, coff ee tamper, measuring scoop and washing disks, 
foot extensions.

ACCESSORIES: Water softener, MD dosing grinder, interchangeable sides.

Endowments, accessories

stainless steel and steel panels painted metallic grey

Colors

Technical Data
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6LEVA . TECHNICAL FEATURES 6LEVA . FEATURES

electric heating 

boiler pressure gauge

automatic water level control

housing in stainless steel

1 GROUP

boiler

boiler power

weight

voltage
120 / 2303200 W/3000 W

Hz
50/60

2 GROUPS

boiler

boiler power

weight

voltage
120 / 230 3200 W/4300 W

Hz
50/60

3 GROUPS

boiler

boiler power

weight

voltage
2306000 W

Hz
50/60

4 GROUPS

boiler

boiler power

weight

voltage
2306000 W

Hz
50/60

27.1(22.4*) x 19.6 x 19.2(33)** in
dimensions (wxdxh)

5 lt121  Lb

33.4(28.7*) x 19.6 x 19.2(33)** in
dimensions (wxdxh)

11 lt136 Lb

42.9(38.1*) x 19.6 x 19.2(33)** in
dimensions (wxdxh)

16 lt207 Lb

52.3(47.6*) x 19.6 x 19.2(33)** in
dimensions (wxdxh)

22 lt247 Lb

On demand

*Removing the side drain trays decreases the width 
**Height when lever is fully extended

Standard



EPOCA E

 GRID SYSTEM To make cleaning and 
maintenance easier, Rancilio has equipped all 
its products with a revolutionary work surface. 
Support grids come in a scratchproof polymer, 
with an effi  cient liquid collection system that 
keeps the work surface clean and protects 
cups against unsightly marks left by drops of 
coff ee. The grids can be removed for washing 
in a dishwasher. Rancilio quality also means 
attention to details.

ABM.07 (Advanced boiler management). 
The ABM07 function allows electronic control 
of the boiler and water system. A specifi cal-
ly designed software system improves the 
performance of the machine by switching on 
the heating element when simultaneously 
brewing espresso, dispensing water and stea-
ming milk. 
The machine will stabilize temperature, an-
ticipating usage. The new version features a 
control that immediately and eff ectively sen-
ses pressure fl uctuation. For locations with 
low power availability, the electronics can be 
adjusted to reduce power absorption to 2/3 of 
normal value.

 C-LEVER (Rancilio Patent) The new 
steam valve with a special control knob and 
ergonomic design is complete with open-stay 
and open-close functions. The valve has a very 
short travel distance, and is operated by rota-
ting it just 25°. Turning it upwards, it opens and 
remains in this position. Turned downwards, it 
automatically closes when released. Rapidi-
ty, precision and ergonomics: maximum user 
comfort for daily tasks.

 COLORS The exterior components have 
new colors and fi nishes. Red and grey are 
enhanced by a metallic eff ect that gives the 
Epoca a shiny and modern appearance. Po-
lished steel embellishes the various versions, 
showing the softness of the stylistic forms.

EPOCA E

Soft 
technology
The Epoca E version incorporates 
hardware that allows results 
of excellent quality to be obtained 
in operating the mechanical 
system and in the preparation 
of an impeccable espresso.

www.rancilio.com



Technical Features

ENDOWMENTS: 1 fi lter holder for 2 cups per group, 1 fi lter holder for 1 cup, 2 steam 
wands for version with 2 groups, 1 steam wand for version with 1 group, 1 hot water 
dispenser, coff ee tamper, blind fi lter and measuring scoop.

ACCESSORIES: Water softener, MD dosing grinder.

Endowments, accessories

metallic red and metallic grey

Colors

Technical Data
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EPOCA E . TECHNICAL FEATURES

Standard On demand

independent heat exchangers 

electric heating 

incorporated volumetric pump 

boiler pressure gauge/pump pressure gauge

automatic water level control

housing in stainless steel, base and sides in HDPE and ABS

1 GROUP

boiler (lt)

boiler power voltage

weight

1201600 W 

Hz
50/60

2 GROUPS

boiler (lt)

boiler power voltage

weight

 120/2302700 W/4300 W

Hz
50/60

15.1 x 22.1 x 18.9 inches
dimensions (wxdxh)

477 Lb

30.7 x 22.1 x 18.9 inches
dimensions (wxdxh)

11117 Lb

EPOCA E . FEATURES



EPOCA S / S TANK

EPOCA S / S TANK

Sparking 
versatility
The semi-automatic control 
of this version makes it extremely 
simple to use and reliable in all situations. 
EPOCA S is also available in the TANK 
version, with an independent water 
tank that allows it to be used without 
connection to a main water supply.

www.rancilio.com

 C-LEVER (Rancilio Patent) The new stan-
dard steam valve with a special control knob 
and ergonomic design is complete with open-
stay and open-close functions. The valve has 
a very short travel distance, and is operated 
by rotating it just 25°. Turning it upwards, it 
opens and remains in this position. Turned 
downwards, it automatically closes when re-
leased. Rapidity, precision and ergonomics: 
maximum user comfort for daily tasks.

 TANK [only for 1G] The special feature of 
the Epoca 1G Tank version is the presence of 
an independent water tank that allows it to be 
used without connection to a main water sup-
ply. This characteristic makes it an extremely 
versatile model.

 GRID SYSTEM To make cleaning and 
maintenance easier, Rancilio has equipped all 
its products with a revolutionary work surface. 
Support grids come in a scratchproof polymer, 
with an effi  cient liquid collection system that 
keeps the work surface clean and protects 
cups against unsightly marks left by drops of 
coff ee. The grids can be removed for washing 
in a dishwasher. Rancilio quality also means 
attention to details.



Technical Features

ENDOWMENTS: 1 fi lter holder for 2 cups per group, 1 fi lter holder for 1 cup, 2 steam 
wands for version with 2 groups, 1 steam wand for version with 1 group, 1 hot water 
dispenser, coff ee tamper, blind fi lter and measuring scoop.

ACCESSORIES: Water softener, MD dosing grinder.

Endowments, accessories

metallic red and metallic grey

Colors

Technical Data
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independent heat exchangers 

electric heating 

incorporated volumetric pump 

boiler pressure gauge

automatic water level control

housing in stainless steel, base e fianchi in Hdpe e Abs

1 GROUP

boiler (lt)

boiler power voltage

weight

120 1600 W

Hz
50/60

1 GROUP TANK

boiler (lt)

boiler power voltage

weight

1201600 W

Hz
50/60

water tank
2 Lt

15.1 x 22.1 x 18.9 inches
dimensions (wxdxh)

477 Lb

15.1 x 22.1 x 18.9 inches
dimensions (wxdxh)

462 Lb

2 GROUPS

boiler (lt)

boiler power voltage

weight

120 / 2303200 W/4300 W

Hz
50/6030.7 x 22.1 x 18.9 inches

dimensions (wxdxh)

11117 Lb

Standard On demand
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MD40

MD 40

MD 40
MD 40 has grinding burrs with a diameter 
of 1.9 inch, guaranteeing a production of 
5.5-7.7 Lb/h. Doses can be varied from 0.1 to 
0.3 oz, with a capacity for 17.6 oz of coff ee 
beans. Semi-automatic version.

Scheda Tecnica

MD40 . TECHNICAL FEATURES

MD 40

5.5 x 13.1 x 17.3 inches
dimensions (wxdxh)

power

voltage

weight
140 W 19.8 Lbs

semi-automaticversion

production
5.5 - 7.7 lb/h

230 V - 50/60 Hz

1.9 inches
grinding wheel diameter hopper

17.6 oz

0.1 - 0.3 oz
variable dose
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MD50

MD 50

MD 50
MD 50 has grinding burrs with a diameter 
of 2.5 inches, guaranteeing a production 
of 15.4-19.8 Lb/h. Doses can be varied from 
0.1 to 0.3 oz, with a capacity for 35.2 oz of 
coff ee beans. Available in AT automatic 
version or ST semi-automatic version.

Scheda Tecnica

MD50 . TECHNICAL FEATURES

MD 50

6.1 x 14.1 x 20.6 inches
dimensions (wxdxh)

power

voltage

weight
450 W 27.5 Lbs

semi-automatic ST - automatic ATversion

production

2.5 inches
grinding wheel diameter hopper

35.2 oz

variable dose

110 V - 50/60 Hz

15.4 - 19.8 Lb/h0.1 - 0.3 oz



MD80

MD 80

MD 80
MD 80 has grinding burrs with a diameter 
of 2.9 inches, guaranteeing a production of 
26.4-30.8 Lb/h. Doses can be varied from 
0.1 to 0.3 oz, with a capacity for 49.3 oz of 
coff ee beans. Automatic version.

Scheda Tecnica

MD80 . TECHNICAL FEATURES
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MD 80

7.8 x 15.3 x 24.1 inches
dimensions (wxdxh)

power

voltage

weight
950 W

automatic version

production
26.4 - 30.8 Lb/h

2.9 inches

grinding wheel diameter hopper

49.3 oz

0.1 - 0.3 oz
variable dose

110 V - 50/60 Hz

47.4 Lbs




